Door and Window Alarm 

with Key Lock 


49-424 A 


OWNER’S MANUAL — Please read before using this equipment. 


Thank you for purchasing a RadioShack Door and Window Alarm. Your alarm is your 24 hour 
“eiectronic sentry.” The alarm can sound instantly, or after a delay that gives you time to 
disarm it. Disarming the aiarm is easy using one of the two supplied keys. 

Indicator — light is clear, green, red, or flashing. See 
“Using the Alarm” on Page 2 for specific information. 

ON/OFF — Set to ON to arm the alarm or 
OFF to turn it off. 


INSTANT/DELAY — set to INSTANT to 
set the alarm to its instant mode or to 
DELAY to set it to its delay mode. 



Magnet — mounts on either side of the 
alarm. Be sure the magnet’s arrow points 
toward the engraved line on the alarm. 

Magnetic Sensor Aiarm — sounds a 
loud (1 10 dB at 1 foot), piercing alarm to 
deter would-be thieves. 

Simple Wireless Installation — mounts 
easily to non-metallic doors and windows 
with either screws or double-sided tape 
(both supplied). 


! IMPORTANT ! 

If an icon appears at the end of a paragraph, 
go to the box on that page with the 
corresponding icon for pertinent information. 

A — Warning J — Important 
tt — Caution ^ — Note 


131 CAUTION <SI 

• Use only fresh batteries of the required size 
and recommended type. 

• Do not mix old and new batteries, different 
types of batteries (standard, alkaline, or 
rechargeable), or rechargeable batteries of 
different capacities. 

• If you do not plan to use the alarm for a 
month or more, remove the batteries. 
Batteries can leak chemicals that can 
destroy electronic parts. 


! IMPORTANT ! 

• Your alarm uses a magnet to trigger its 
internal alarm. It is designed for non-metallic 
doors and windows only. 

• Mounting the alarm on metal surfaces can 
interfere with proper operation of the magnet. 
Do not mount it on metallic doors or windows. 


A WARNING A 

Dispose of old batteries promptly and properly. 
Do not burn or bury them. 


PREPARATION 

Installing Batteries 

Your alarm requires two AAA batteries (not 
suppiied) for power. For the best 
performance and longest life, we 
recommend RadioShack aikaline batteries. 

Ct 

1 . Use a smail Phiilips screwdriver to 
ioosen the screw on the bottom of the 
aiarm, then siide the cover down to 
remove it. 

2. Piace the batteries in the compartment 
as indicated by the poiarity symbois (-i- 
and -) marked inside. 

3. Repiace the cover and secure it with the 
screw. 

Repiace the batteries when the alarm’s 
indicator fiashes red or when its sound 
weakens, if the aiarm does not work after 
you replace the batteries, remove and 
reinstail the batteries. A tt 

Mounting the Alarm 

You can mount the aiarm using screws or 
doubie sided mounting tape (both suppiied). 


Selecting a Location 

Choose a iocation that iets you instali the 
magnet on a door or window and the alarm 
next to it on the frame, or vice versa. 

Be sure to aiign the aiarm and the magnet 
so they are mounted no more than ®/i6-inch 
(8 mm) apart, with the magnet’s arrow 
pointing toward one of the engraved lines on 
the side of the alarm. ! 

Using Screws 

1 . Use the supplied driiiing tempiate to 
mark the iocations for the alarm and 
magnet’s mounting screws. 

2. Driil holes Vi6-inch (2 mm) in diameter 
at the marked locations. 

3. Thread one of the supplied screws into 
hole A until the screw’s head extends 
about Vs-inch (3 mm) from the mounting 
surface. 
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4. Align the keyhole slot on the back of the 
alarm with the screw, then slide the 
alarm down onto the screw to secure it. 


! IMPORTANT ! 

When you arm the alarm, leave the house 
within 12 seconds to avoid triggering the alarm. 


5. Remove the battery compartment cover 
and the batteries. Then thread a screw 
into hole B. Reinstall the batteries and 
replace the cover. 


6. Use a small 
flat-head 
screwdriver 
to detach 
the 

mounting 
bracket from 
the back of 
the magnet. 



7. Use the two remaining screws to mount 
the mounting bracket. 


When you set ON/OFF to ON, the indicator 
lights green for about 1 2-1 8 seconds before 
the alarm is armed, giving you time to exit 
and close the door. After about 1 2-1 8 
seconds, the alarm arms and the indicator 
turns off. ! 

When you return home and open the 
secured door, you have about 1 2 seconds to 
disarm (turn off) the alarm. The indicator 
lights red during this entry delay. 

After the 12-second delay has expired, the 
alarm sounds for 90 seconds, then 
automatically turns off. To silence the alarm 
sooner, set ON/OFF to OFF. 

If the alarm is triggered while you are out, 
the indicator alternately slowly flashes green 
and lights red to indicate an intrusion 
occurred, until the alarm is set to OFF. 


NOTE 

The indicator also flashes red, even while it 
flashes green to indicate an intrusion occurred. 


8. Snap the magnet onto the mounting 
bracket. Make sure the magnet’s arrow 
points toward one of the engraved lines 
on either side of the alarm. 

Using Adhesive Tape 

1 . Make sure surfaces are free of dust, oil 
and other substances. 

2. Peel the backing from one side of each 
of the supplied adhesive strips, then 
attach them to the back of the alarm 
and the magnet. 

3. Peel the backing from the other side of 
the alarm’s adhesive strip. Press the 
alarm firmly against the surface where 
you want to mount it and hold it in place 
for about a minute. 


Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects 
in material and workmanship under normal use for ninety (90) days from 
the date of purchase from RadioShack company-owned stores and au- 
thorized RadioShack franchisees and dealers. EXCEPT AS PROVIDED 
HEREIN, RadioShack MAKES NO EXPRESS WARRANTIES AND ANY 
IMPLIED WARRANTIES, INCLUDING THOSE OF MERCHANTABILITY 
AND FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED IN DU- 
RATION TO THE DURATION OF THE WRITTEN LIMITED WARRAN- 
TIES CONTAINED HEREIN. EXCEPT AS PROVIDED HEREIN, 
RadioShack SHALL HAVE NO LIABILITY OR RESPONSIBILITY TO 
CUSTOMER OR ANY OTHER PERSON OR ENTITY WITH RESPECT 
TO ANY LIABILITY, LOSS OR DAMAGE CAUSED DIRECTLY OR INDI- 
RECTLY BY USE OR PERFORMANCE OF THE PRODUCT OR ARIS- 
ING OUT OF ANY BREACH OF THIS WARRANTY, INCLUDING, BUT 
NOT LIMITED TO, ANY DAMAGES RESULTING FROM INCONVE- 
NIENCE, LOSS OF TIME, DATA, PROPERTY, REVENUE, OR PROFIT 
OR ANY INDIRECT, SPECIAL, INCIDENTAL, OR CONSEQUENTIAL 
DAMAGES, EVEN IF RadioShack HAS BEEN ADVISED OF THE POS- 
SIBILITY OF SUCH DAMAGES. 

Some states do not allow limitations on how long an implied warranty 
lasts or the exclusion or limitation of incidental or consequential damages, 
so the above limitations or exclusions may not apply to you. 

In the event of a product defect during the warranty period, take the prod- 
uct and the RadioShack sales receipt as proof of purchase date to any 
RadioShack store. RadioShack will, at its option, unless otherwise pro- 
vided by law: (a) correct the defect by product repair without charge for 
parts and labor; (b) replace the product with one of the same or similar 
design; or (c) refund the purchase price. All replaced parts and products, 
and products on which a refund is made, become the property of Ra- 
dioShack. New or reconditioned parts and products may be used in the 
performance of warranty service. Repaired or replaced parts and prod- 
ucts are warranted for the remainder of the original warranty period. You 
will be charged for repair or replacement of the product made after the ex- 
piration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attribut- 
able to acts of God, abuse, accident, misuse, improper or abnormal us- 
age, failure to follow instructions, improper installation or maintenance, 
alteration, lightning or other incidence of excess voltage or current; (b) 
any repairs other than those provided by a RadioShack Authorized Ser- 
vice Facility; (c) consumables such as fuses or batteries; (d) cosmetic 
damage; (e) transportation, shipping or insurance costs; or (f) costs of 
product removal, installation, set-up service adjustment or reinstallation. 
This warranty gives you specific legal rights, and you may also have other 
rights which vary from state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, Fort Worth, 
TX 76102 
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4. With the magnet’s arrow pointing 
toward one of the engraved iines on 
either side of the aiarm, repeat Step 3 
to attach the magnet. 

USING THE ALARM 

Instant Activation 

To arm the alarm while you are at home, set 
INSTANT/DELAY to INSTANT then use one of 
the supplied keys to set ON/OFF on the front 
of the alarm to ON. 

If the secured door or window is opened and 
the magnet moves away from the alarm unit, 
a piercing alarm sounds for about 90 
seconds, or until you set ON/OFF to OFF. 
After 90 seconds, the alarm turns off and the 
indicator slowly flashes green. 

When the alarm sounds, use the key to set 
ON/OFF to OFF to silence it. 

Exit/Entry Delay 

To arm the alarm when you leave the house, 
close the secured door or window, set 

INSTANT/DELAY to DELAY, then set ON/OFF 
to ON. 


Low Battery Indication 

If the battery is low, the indicator flashes red, 
whether the alarm is set to ON or OFF. 
Replace the batteries. O' 

CARE 

Keep the alarm dry; if it gets wet, wipe it dry 
immediately. Use and store the alarm only in 
normal temperature environments. Handle 
the alarm carefully; do not drop it. Keep the 
alarm away from dust and dirt, and wipe it 
with a damp cloth occasionally to keep it 
looking new. 


SERVICE AND REPAIR 

If your alarm is not performing as it should, 
take it to your local RadioShack store for 
assistance. Modifying or tampering with the 
alarm’s internal components can cause a 
malfunction and might invalidate its 
warranty. 


SPECIFICATIONS 


Power Source 

Operation Voltage 

Current Drain at 3V: 
Standby Mode 

Alarm Sounding 

Alarm Frequency 

Alarm Cycle Frequency 
Operating Temperature 

Dimensions (HWD) 

Weight 


2 X 1 .5 V AAA Batteries 
2.4V Minimum 

0.04 mA Limit 

(0.05 mA Maximum) 

150 mA Nominal 

(200 mA Maximum) 

3 kHz ±25% 

5 Hz ± 25% 

32-122-F 

(0-50°C) 

4V8X2VsX 1 in. 

(105X54X25.4 mm) 
3.17 oz (98.6 g) 


Specifications are typical; individual units might 
vary. Specifications are subject to change and 
improvement without notice. 


RadioShack Corporation 
Fort Worth, Texas 761 02 


49-424 0 
06A02 
Printed in China 



